KN95 PROTECTIVE MASK

Execution standard: GB2626-2006 KN95
Product specification: 750 pcs/ carton
Product model: KN95
Production date: March 10, 2020
Validity: 2 years
Recommended storage conditions: humidity less than 80%, non-corrosive gas and well ventilated clean room. Pay attention before use, the wearer must read the instructions. Please save these instructions for reference.
Manufacturer: kuang ye (dongguan) technology co., LTD
Address: no. 35, lihui road, qingxi town, dongguan city, guangdong province of china
Telephone: 0769-86003760

Made in China

PRODUCT PERFORMANCE
1. Ultra-fine fiber electrostatic melt-spraying cloth and ES hot-air cotton PP spun-viscose non-woven cloth are used to form a four-fold filter layer, which can filter harmful substances more effectively and meet the national standard KN95 level;
2. The 3D 3D shape is designed according to the human face shape engineering to ensure the tightness and increase the breathing volume of the mask, greatly improve the air permeability and make the wearer breathe more comfortably.

SCOPE OF APPLICATION
It is applicable to protect against harmful particles such as dust PM 2.5 haze particles, influenza bacteria, droplets and so on. This product has the function of preventing wind and cold.

MATTERS NEEDING ATTENTION
- Order to keep the mask clean, avoid touching the inside of the mask with your hand.
- Before wearing the mask every time, you should wash your hands. If you need to be exposed to dust, you should always wear the mask.
- When breathing resistance increases significantly, or when the mask becomes dirty or damaged, need to be changed as soon as possible.
- This mask cannot be washed. Washing will damage the filter material structure, cause penetration, and damage the filtration performance of electrostatic filter material.

Wearing method

Open the mask and press on the bridge of the nose after wearing it. The protective effect is better.